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The ZD series (high-temperature replaceable valves) are valves that can be used in
high-temperature environments and the seats of which are structurally detachable and replaceable.

Specifications

ZD ZD-K
Size 1/4” 1/2” 1/4” 1/2" Grade STD EP SEP
Cv
Room Temperature(ZD: 200°C/ZD-K:250°C)*1 | 0-27(0.16) | 1.3(1.0) | 0.27(0.10)| 1.3(08) | Body Material SUS316L ooISSIGLE |
Maximum Operating Pressure 44 psig (0.3MPa(G
: 0.099in® | 0 5)18'g3( 0 09;' z) 0.718in° Seat PFA
. i in X in i in X in
U SRR L (163em?) |(11.76 cm) | (163em’) |(11.76cm") | Diaphragm Cobalt alloy
Fluid Temperature | PFA Room temperature ~200°C | Room temperature ~ 250°C Surface < Rz 126pin2um) < Rz 28in(o7um)
Atmospheric Temperature Room temperature~200°C | Room temperature ~250°C Roughness <Ra 20pin(o5um) <Ra 5pin(013um)
ﬁflﬁ’aﬁs\g}ﬁéiggﬂnettﬁgeﬁgttﬁsre <1 X 1079SCCS (<1 X 107°Pa-m?/s) Polish Mechanical polished Electro polished
A the Seat He Leak Rat: . a . . .
L Rates | B ke atee <1 X 107°SCCS (<1 X 107Pa=m?/s) Cleaning Degreasing + Precision cleaning
Il e s Lael Reies STXORSCOS (1 X 1075Ras /<) Packaging | Single bagged package | Double bagged package
58-102 psig | 73102 psig | 58-87psig | 73—-102 psig
Actuation Pressure (Pneumatic Valve) (0.4 - 0.7) (0.5 - 0.7) ( 04 - 0.6) (0.5 -0.7 )
MPa(G) MPa(G) MPa(G) MPa(G) *1 Measured value with male fitting body and temperature elevated by our
e Manual Valve — 5000 cycles in-house facilities (guideline)
Cycle Life *3 - *2 Calculated value from drawing dimensions
Pneumatic Valve 1,000,000 cycles 800,000 cycles *3 Test condition / Seat material : PFA, Gas: N2, Pressure : 44psig (0.3MPa(G))

Type
H Operating i H i i
Model Size e e e Operation  Valve Shape Connection  Seat Material Special Spec Grade
ZD 4 M S - \" A - - EP-316L
ZD: 4:1/4”  Notshown: M:120-degree *1  S:Straight V :CVCmale A PFA Not shown: STD-316L : Mechanical polished + SUS316L
High-temperature 6:3/8”  200°C-compatible manual A:Angle VF: CVC female Standard product ~ EP-316L  : Electro polished + SUS316L
replaceablevalve  8:1/2”  K:250°C-compatible C:Normallyclosed L:L-type W : Butt welding SEP-316LE : Electro polished + SUS316LE

B:Branch-type (Double melt material)

* 1 Only the ZD-K is capable of 120—-degree manual operation.

Dimensions [ZD series]

M ZD Pneumatic

Unit:inch(mm)

Model Type Connection L H H1 A B C B M M1
. ) ) 224 | 283 | 043 | 156 | 102 | 098 100 |2-Ms
ﬁ ZD4GS-VA | 1/4"CVC Male | (570) | (72) | (11.0) | 39.7) | 26.0) | (25.0) | Re1/8 | (25.4) |Depth0.2(5)
| = ‘{\m 303 | 457 | 063 | 173 | 169 | 169 110 [2-M5
b ZD8CS-VA | 1/2"CVC Male | (770) | (116) | (160) | 440) | 430) | 43.0) [ Re1/8 | (280) [Depth0.2(5)
P . 278 | 283 | 043 | 156 | 102 | 098 100 |2-M5
s J ZDACS-VFA | 1/4"CVC Female | (706) | (72) | (11.0) | (39.7) | (26.0) | (25.0) | R°1/8 | (25.4) |Depth0.2(5)
H miE kel
‘ 3 . 327 | 457 | 063 | 173 | 169 | 169 110 |2-M5
e LT | ZD8Cs-VFA | 1/27CVC Female | (g50) | (116) | (160) | (440) | 430) | (430) | Re/® | (28.0) | Depth0.2(5)
) ., | 213 | 283 | 043 | 156 | 102 | 098 100 |2-M5
ZDACS-WA | 1/47Butt Welding | 540y | (72) | (11.0) | (39.7) | (26.0) | (25.0) | R°/8 | (25.4) |Depth0.2(5)
) | 299 | 457 | 063 | 178 | 169 | 169 |\ e| 110 [2-M5
ZD6CS-WA | 3/8”Butt Welding | (76.0) | (116) | (160) | 420) | (43.0) | (43.0) (28.0) |Depth0.2(5)
., | 299 | 457 | 063 | 173 | 169 | 169 110 [2-M5
ZD8CS-WA | 1/2"Butt Welding | (750) | (116) | (16.0) | (440) | (43.0) | 43.0) | R¢1/8 | (28.0) |Depth0.2(5)




Dimensions [ZD-K series]

B ZD-K Manual

Unit:inch(mm)

Model Type Connection L H H1 A B C M M1
] 7DAKMS—VA | 1/47CVC Male 224 413 0.43 1.02 1.02 0.98 100 | 2-M5
(57.0) | (105) | (11.0) | (26.0) | (260) | (25.0) | (25.4) | Depth0.2(5)
) 303 | 480 | 063 | 197 | 169 | 169 | 110 | 2-M5
AL ZDBKMS-VA | 1/2"CVC Male | 350) | (122) | (16.0) | (50.0) | (43.0) | (430) | (28.0) | Depth0.2(5)
e
B ) 278 | 413 | 043 | 102 | 102 | 098 | 100 | 2-M5
ZDAKMS-VFA | 1/47CVC Female | 356y | (105) | (11.0) | (260) | (26.0) | (250) | (254) | Depth0.2(5)
I ~ ., 327 | 480 | 063 | 197 | 169 | 169 | 110 | 2-M5
e ZDBKMS-VFA | 1/2"CVC Female | g3y | (122) | (16.0) | (50.0) | (430) | (430) | (28.0) | Depth0.2(5)
B ., . 220 | 413 | 043 | 102 | 102 | 098 | 100 | 2-M5
. ZDAKMS-WA | 1/4"Butt Welding | (560) | (105) | (11.0) | (26.0) | (260) | (250) | (254) | Depth0.2(5)
o ok ) ., ) 209 | 480 | 063 | 197 | 169 | 169 | 110 | 2-M5
' E%] ZDBKMS-WA | 3/8"Butt Welding | 360y | (122) | (16.0) | (500) | (430) | (430) | (28.0) | Depth0.2(5)
mf‘
e
= | B ., . 209 | 480 | 063 | 197 | 169 | 169 | 110 | 2-Mm5
ZDBKMS-WA | 1/2"Butt Welding | (750 | (122) | (16.0) | (50.0) | (43.0) | (430) | (28.0) | Depth0.2(5)
B ZD-K Pneumatic
Model Type Connection L H Hi | H2 A B C P M M1
’ 1/8”
_ ” 2.24 4.29 043 3.07 2.05 1.02 0.98 . 1.00 | 2-M5
ZDAKCS-VA | 1/4°CVC Male | (570) | (109) | (11.0) | (78) | (52.0) | (26.0) | (25.0) fompressin | (25.4) | Depth0.2(5)
" B
i::j A TDBKOS-VA | 1/2°0VG Male | 303 | 496 | 063 | 354 | 244 | 169 | 169 é/"" | 110 |2-M5
" (77.0) | (126) | (16.0) | (90) | (62.0) | (43.0) | (43.0) ﬁt‘g‘r‘]zress'“ (28.0) | Depth0.2(5)
"
. 1/8”
~ . 278 | 429 | 043 | 307 | 205 | 1.02 | 0.98 100 | 2-m5
ZDAKCS-VFA | 1/4°CVC Female | 30 6v1 (109) | (11.0) | (78) | (52.0) | (26.0) | (25.0) gt‘;i“;g'e“m" (25.4) | Depth0.2(5)
b
- e
H;E:j;ﬁ JDBKGS_VFA | 1/2°0VG Fermale | 327 | 496 | 063 | 354 | 244 | 169 | 1.69 é/g" | 110 |2-m5
== ; (83.0) | (126) | (16.0) | (90) |(62.0) | (43.0) | (43.0) | (HHrS°" | (28,0) | Depth0.2(5)
1/8"
. ) ., | 220 | 429 | 043 | 307 | 205 | 1.02 | 098 1100 |2-m5
: ZDAKCS-WA | 1/4"Butt Welding | 550y | (109) | (11.0) | (78) | (52.0) | (26,0 | (25.0) gt‘;;‘r‘f;“essw" (25.4) | Depth0.2(5)
) g B . | 299 | 496 | 063 | 354 | 244 | 169 | 169 [ /8 | 110 | 2-M5
- iﬁ gﬁi ZDBKCS-WA | 3/8"Butt Welding | 750y | (126) | (16.0) | (90) |(62.0) | 43.0) | (43.0) g;mgresm (28.0) | Depth0.2(5)
_—— 7DBKGS-WA | 1/2°Butt Welding | 299 | 496 | 063 | 354 | 244 | 169 | 169 | V8 | 110 | 2-ms
€ 1(76.0) | (126) | (16.0) | (90) | (62.0) | (43.0) | (43.0) ﬁt‘;”;gess'” (28.0) | Depth0.2(5)

* H and H2 dimensions are references.



Product specifications and performance values described in this catalog are based on our design calculations, in—house testing, product usage performance and
public standards and specifications, and are posted as a user’s guide under general usage conditions of the product. If the product is used outside of the described
usage conditions or under special usage conditions, you should receive our technical advice in advance or it will be necessary to first conduct research and
evaluation for performance verification at the users’own responsibility. Even if physical or personal damage occurs without use of the procedure, we shall assume
no responsibility. Although this catalog has been edited with the utmost care possible, contact us if there are any unclear points if you come across any question—
able matter. In addition, information described in this catalog will be revised without notice due to reasons that include correction of errors, supplement/improve—
ment of insufficient content, improvement in product performance design change, and discontinuation of production of products, etc., when deemed necessary.
This invalidates the product catalog of the previous version. The issue code is described in the back of your catalog. For product selection, contact us to confirm
whether your catalog is the latest version. In addition, when exporting our products, exporters should obtain an export permit from the Ministry of Economy, Trade

and Industry based on the provisions of the Export Trade Control Order of the “Foreign Exchange and Foreign Trade Act.” Contact us regarding any unclear points.

H Sales Office
KITZ SCT HEADQUARTERS : +81-3-6404-2171
KITZ SCT AMERICA CORPORATION 1 +1-408-747-5546

KITZ SCT CORPORATION TAIWAN
REPRESENTATIVE OFFICE

KITZ SCT CORPORATION OF KUNSHAN,
SHANGHAI BRANCH COMPANY 1 +86-21-5243-5025

1 +886-3-542-0110

M Factory
KITZ SCT CORPORATION OF KUNSHAN : +86-512-5735-0700

For information on our locations, please visit the following website.

'<"rz sc"r KITZ SCT corporation Headquarters E E
Tokyo Shiodome Building, 1-9-1, Higashi—Shimbashi, Minato—ku, = .
KITZ SCT CORPORATION Tokyo 105_7305v Japan 'j

https://en.kitzsct.com/ E C
WebSite

022-E 26.06@





